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Źródła punktowe 
 Nr   X[m]   Y[m]  z[m]   Pma Symbol
========================================
  1 1230.4  590.2   1.0  86.9 K
  2 1233.1  580.1   1.0  91.9 S
  3 1237.7  586.5   1.0  79.4 cs
  4 1246.9  587.4   1.0  63.2 ch
  5 1216.0  908.0   1.0  67.9 zp-
  6 1217.6  897.0   1.0  67.9 zp-
  7 1219.2  886.0   1.0  67.9 zp-
  8 1220.9  875.0   1.0  67.9 zp-
  9 1222.5  864.0   1.0  67.9 zp-
 10 1224.1  853.0   1.0  67.9 zp-
 11 1225.7  842.0   1.0  67.9 zp-
 12 1227.3  831.0   1.0  67.9 zp-
 13 1229.0  820.0   1.0  67.9 zp-
 14 1230.6  809.0   1.0  67.9 zp-
 15 1232.2  798.0   1.0  67.9 zp-
 16 1233.8  787.0   1.0  67.9 zp-
 17 1235.4  776.0   1.0  67.9 zp-
 18 1237.1  765.0   1.0  67.9 zp-
 19 1238.7  754.0   1.0  67.9 zp-
 20 1240.3  743.0   1.0  67.9 zp-
 21 1241.9  732.0   1.0  67.9 zp-
 22 1243.6  721.0   1.0  67.9 zp-
 23 1245.2  710.0   1.0  67.9 zp-
 24 1246.8  699.0   1.0  67.9 zp-
 25 1248.4  688.0   1.0  67.9 zp-
 26 1250.0  677.0   1.0  67.9 zp-
 27 1251.7  666.0   1.0  67.9 zp-
 28 1253.3  655.0   1.0  67.9 zp-
 29 1254.9  644.0   1.0  67.9 zp-
 30 1256.5  633.0   1.0  67.9 zp-
 31 1258.1  622.0   1.0  67.9 zp-
 32 1259.8  611.0   1.0  67.9 zp-
 33 1261.4  600.0   1.0  67.9 zp-
 34 1263.0  589.0   1.0  67.9 zp-
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